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lobe of radiation from the antenna nor-
mally must be directed at the passive
reflector, and the center of the major
lobe of radiation from the passive re-
flector directed toward the receiving
station with which it communicates.

(f) Periscope antennas used at an
electric power facility plant area will
be excluded from the requirements of
paragraph (c) of this section on a case-
by-case basis where technical consider-
ations or safety preclude the use of
other types of antenna systems.

(g) In the event harmful interference
is caused to the operation of other sta-
tions, the Commission may, after no-
tice and opportunity for hearing, order
changes to be made in the height, ori-
entation, gain and radiation pattern of
the antenna system.

[61 FR 26677, May 28, 1996, as amended at 62
FR 4924, Feb. 3, 1997; 62 FR 24582, May 6, 1997;
63 FR 6105, Feb. 6, 1998; 65 FR 38329, June 20,
2000]

§ 101.117 Antenna polarization.

Except as set forth herein, stations
operating in the radio services included
in this part are not limited as to the
type of polarization of the radiated sig-
nal, provided, however, that in the
event interference in excess of permis-
sible levels is caused to the operation
of other stations the Commission may,
after notice and opportunity for hear-
ing, order the licensee to change the
polarization of the radiated signal. No
change in polarization may be made
without prior authorization from the
Commission. Unless otherwise allowed,
only linear polarization (horizontal or
vertical) shall be used.

§ 101.119 Simultaneous use of common
antenna structures.

The simultaneous use of common an-
tenna structures by more than one
radio station, or by one of more domes-
tic public radio stations and one or
more stations of any other class or
service, may be authorized: provided,
however, that each licensee or user of
any such structure is responsible for
maintaining the structure, and for
painting and illuminating the struc-
ture when obstruction marking is re-
quired by the Commission. (See
§ 101.21(a).)

§ 101.125 Temporary fixed antenna
height restrictions.

The overall antenna structure
heights employed by mobile stations in
the Local Television Transmission
Service and by stations authorized to
operate at temporary fixed locations
may not exceed the height criteria set
forth in § 17.7 of this chapter, unless in
each instance, authorization for use of
a specific maximum antenna height
(above ground and above mean sea
level) for each location has been ob-
tained from the Commission prior to
erection of the antenna. Requests for
such authorization must show the in-
clusive dates of the proposed operation.
(Complete information as to rules con-
cerning the construction, marking and
lighting of antenna structures is con-
tained in part 17 of this chapter.)

§ 101.129 Transmitter location.

(a) The applicant must determine,
prior to filing an application for a
radio station authorization, that the
antenna site specified therein is ade-
quate to render the service proposed. In
cases of questionable antenna loca-
tions, it is desirable to conduct propa-
gation tests to indicate the field inten-
sity which may be expected in the prin-
cipal areas or at the fixed points of
communication to be served, particu-
larly where severe shadow problems
may be expected. In considering appli-
cations proposing the use of such loca-
tions, the Commission may require site
survey tests to be made pursuant to a
developmental authorization in the
particular service concerned. In such
cases, propagation tests should be con-
ducted in accordance with recognized
engineering methods and should be
made with a transmitting antenna sim-
ulating, as near as possible, the pro-
posed antenna installation. Full data
obtained from such surveys and its
analysis, including a description of the
methods used and the name, address
and qualifications of the engineer mak-
ing the survey, must be supplied to the
Commission.

(b) [Reserved]

[61 FR 26677, May 28, 1996, as amended at 63
FR 68983, Dec. 14, 1998]
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